EQUIPMENT LISTS

PROJECT DESCRIPTION

A. EQUIPMENT TO BE FURNISHED BY STATE HIGHWAY ADMINISTRATION
ITEM NO. QUANTITY DESCRIPTION { g |2 GENERAL
- Mo 200 15 ASSUNED TO RN IN -0 9 THIS PRCJECT INVOLVES THE INSTALLATION O |
9026 2 EA (PED POLE MT) 12" 1-WAY. 1-SECTION SIGNAL ALUMINUM AN NORTH - SCUTH DIRECTION ' | NSTALLATION OF A HAZARD IDENTIFICATION BEACON
ALONG THE NORTHBOUND APPROACH TO BUCHANAN STREET IN PRINCE GEORGE’S COUNTY
9089 19 SF FLAT SHEET ALUM SIGN-FLORESCENCE YELLOW. GREEN e
ﬁ PED X_ING INTERSECTION OPERATION
|2]l N/ THE HAZARD IDENTIFICATION BEACCN WILL BE ACTUATED BY THE PUSH BUTTONS AT
THE INTERSELCTION CROSSWALK.
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED 8Y CONTRACTOR
1001 1 EA MAINTENANCE OF TRAFFIC PER ASSIGNMENT N 5’)(9’
1003 1 £A. MOBILIZATION FOR ASSIGNMENTS QUT OF CONTRACT AREA ;)é)EOT
WIHA-2 WITA-2
2001 1 Cy TEST PIT EXCAVATION ,
W11A-2
6001 40 SF 4 INCH CONCRETE SIDEWALK (48" X 48 "y
8007 1 ¢y FURNISH AND INSTALL CONCRETE FOR SIGNAL FOUNDATION w25"2 .,
8011 2 EA INSTALL SIGNAL HEAC (ANY TYPE) (24 X 187)
8024 500 LF FURNISH AND INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED
8025 50 LF FURNISH AND INSTALL 2 INCH SCHEDULE 8C RIGID PVC CONDUIT - SLOTTED
8026 80 LF FURNISH AND INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONOUIT - BORED N
8033 5 EA FURNISH AND INSTALL ELECTRICAL HANDHOLE
8034 1 EA FURNISH AND INSTALL GROUND ROD — 3/4 INCH DIAMETER X 10 FOOT LENGTH
5043 700 LF FURNISH AND INSTALL ELECTRICAL CABLE - 3 CONDUCTOR (NO 14 AWG) \ F\JOTEE S|GNA[— S | 5 2 AND SIGN 7 ARE PROPOSEDD
8049 650 LF FURNISH AND INSTALL NO 6 AWG STRANDED BARE COPPER GROUND WIRE \
8053 19 SF INSTALL GROUND MOUNTED SIGN y
NEG. LUMP SUM REMOVE EXISTING SIDEWALK AND INSTALL 4“ CONCRETE SIDEWALK / Ez Q- 7)
5’ SIDEWALK ) N
NEG. LUMP SUM FURNISH AND INSTALL 20’ PEDESTAL POLE 7 /
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® o "CONSTRUCTION DETAILS"
Ii
) @ INSTALL 20 FT.BREAKAWAY PEDESTAL POLE, SIGNAL HEADS AND SIGN. (NOTE: 1-2 IN., 90 DEGREE
—_ POLYVINYL CHLORIDE BEND) 3 FEET OFF FACE OF CURB. THE TOP SIGNAL HEAD IS TO BE APPROX. .
< I7T FT. FROM FOUNDATION AND THE SIGN !8 INCH BELOW THE SIGNAL HEAD AND THE BOTTOM |
i g{ SIGNAL HEAD 18" BELOW THE SIGN. :
f 500" - INSTALL ELECTRICAL HANDHOLE.
| - > % (C) INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TRENCHED.
h 1) @ INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLCRIDE ELECTRICAL CONDUIT - SLOTTED.
@ INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT - PUSHED.
WIRING DIAGRAM (F) USE EXISTING HANDHOLE.
p=a @ USE EXISTING CONDUIT.
// () USE EXISTING CABINET.
. // @ REMOVE EXISTING SIDEWALK AND INSTALL PEDESTAL POLE, HANDHOLE
,// \\ / Cb‘> AND CONDUIT, THEN RERLACE WITH 4 CONCRETE SIDEWALK. _
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- REVISIONS APPROVALS
AC e - MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
&\4@ 1 gl ‘) Office of Trafflc & Safely
ASST. TRAFFJC‘ENGWTNG DESIGN DIVISION TRAFFIC ENGINEERING DESIGN DIVISION M
ﬁ ASST. DISTRICT gNGINEER, TRAFFIC 1,
A MD 500 AND BUCHANAN STREET
A, B 3 CONDUCTOR ELECTRICAL CABLE s qlzﬂlqs 1
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